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PRINTED IN JAPAN 202202

Makita Corporation
3-11-8 Sumiyoshi-cho, Anjo, Aichi, 446-8502 Japan

Cordless Power Cutter
355 mm (14")CE001G

Items of standard equipment and specifications may vary by country or area.
The weight may differ depending on the attachment(s), including the battery cartridge. The lightest and heaviest combination, according to EPTA-Procedure 01/2014, are shown in the table.

Accessories

Wrench, Coupling Sleeve, Ring set, Battery, Charger

Brake

Built-in Job Light
Wheel diameter
Wheel hole diameter 
Max wheel thickness
Min. wheel thickness
Max cutting capacity
No load speed (RPM)
Vibration level
Sound pressure level
Sound power level
Dimensions (L x W x H)

Net weight

355 mm (14")
25.4 mm (1")
5.0 mm (3/16")
2.0 mm (5/64")
127 mm (5")
5,300
Concrete cutting, Front/ Rear: 2.5 / 2.5 m/s² or less
109 dB(A)
120 dB(A)
w/ BL4040, BL4050F: 786 x 272 x 433 mm 
(31 x 10-3/4 x 17")
w/ BL4080F: 786 x 283 x 433 mm (31 x 11-1/8 x 17")
12.3 - 14.1kg (27.1 - 31.1 lbs.)

Standard Equipment : 

127mm

Max. prierez

Diamond wheel for concrete
Segmented type
355 x 2.8 x 25.4 
Part No. E-12996 (EN)

Abrasive cut-o� wheel for Metal
355 x 4.3 x 25.4 A24T
5per set
Part No. E-12790-5

*1 Recommended battery

DC40RA DC40RC

50 min

45 min

85 min

67 min

76 min 170 min

BL4040 4.0Ah

*1BL4050F 5.0Ah

*1BL4080F 8.0Ah

Charging Time

High Power

Durability
Digital 
Communication

Rotary Hammer Demolition Hammer

Grass Trimmer

Power Cutter

Multi Function 
Power Head

Dust 
Blower

Blower

Hedge Trimmer

Brad Nailer
Job Site Radio

Flashlight

Fan

Cooler & Warmer Box

Kettle

Impact Wrench

Combination 
Hammer

Rotary Hammer

Angle Drill

Earth Auger

Demolition Hammer

Angle Grinder

Circular Saw

Slide Compound
Miter SawChain Saw

Polisher

Planer

Portable Band Saw

Plunge 
Cut Saw

Trimmer

Metal Cutter

Rear Handle Saw

Recipro Saw

Cleaner

Vacuum 
Cleaner

Backpack 
Vacuum 
Cleaner

Grass Trimmer
Pole Saw

Impact Driver

Hammer Driver Drill

Driver Drill

PRINTED IN JAPAN 202202

Makita Corporation
3-11-8 Sumiyoshi-cho, Anjo, Aichi, 446-8502 Japan

Cordless Power Cutter
355 mm (14")CE001G

Items of standard equipment and specifications may vary by country or area.
The weight may differ depending on the attachment(s), including the battery cartridge. The lightest and heaviest combination, according to EPTA-Procedure 01/2014, are shown in the table.

Accessories

Wrench, Coupling Sleeve, Ring set, Battery, Charger

Brake

Built-in Job Light
Wheel diameter
Wheel hole diameter 
Max wheel thickness
Min. wheel thickness
Max cutting capacity
No load speed (RPM)
Vibration level
Sound pressure level
Sound power level
Dimensions (L x W x H)

Net weight

355 mm (14")
25.4 mm (1")
5.0 mm (3/16")
2.0 mm (5/64")
127 mm (5")
5,300
Concrete cutting, Front/ Rear: 2.5 / 2.5 m/s² or less
109 dB(A)
120 dB(A)
w/ BL4040, BL4050F: 786 x 272 x 433 mm 
(31 x 10-3/4 x 17")
w/ BL4080F: 786 x 283 x 433 mm (31 x 11-1/8 x 17")
12.3 - 14.1kg (27.1 - 31.1 lbs.)

Standard Equipment : 

127mm

Max. prierez

Diamond wheel for concrete
Segmented type
355 x 2.8 x 25.4 
Part No. E-12996 (EN)

Abrasive cut-o� wheel for Metal
355 x 4.3 x 25.4 A24T
5per set
Part No. E-12790-5

*1 Recommended battery

DC40RA DC40RC

50 min

45 min

85 min

67 min

76 min 170 min

BL4040 4.0Ah

*1BL4050F 5.0Ah

*1BL4080F 8.0Ah

Charging Time

NEWS
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Max. prierez

127 mm
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Makita Corporation
3-11-8 Sumiyoshi-cho, Anjo, Aichi, 446-8502 Japan

Cordless Power Cutter
355 mm (14")CE001G

Items of standard equipment and specifications may vary by country or area.
The weight may differ depending on the attachment(s), including the battery cartridge. The lightest and heaviest combination, according to EPTA-Procedure 01/2014, are shown in the table.

Accessories

Wrench, Coupling Sleeve, Ring set, Battery, Charger

Brake

Built-in Job Light
Wheel diameter
Wheel hole diameter 
Max wheel thickness
Min. wheel thickness
Max cutting capacity
No load speed (RPM)
Vibration level
Sound pressure level
Sound power level
Dimensions (L x W x H)

Net weight

355 mm (14")
25.4 mm (1")
5.0 mm (3/16")
2.0 mm (5/64")
127 mm (5")
5,300
Concrete cutting, Front/ Rear: 2.5 / 2.5 m/s² or less
109 dB(A)
120 dB(A)
w/ BL4040, BL4050F: 786 x 272 x 433 mm 
(31 x 10-3/4 x 17")
w/ BL4080F: 786 x 283 x 433 mm (31 x 11-1/8 x 17")
12.3 - 14.1kg (27.1 - 31.1 lbs.)

Standard Equipment : 

127mm

Max. prierez

Diamond wheel for concrete
Segmented type
355 x 2.8 x 25.4 
Part No. E-12996 (EN)

Abrasive cut-o� wheel for Metal
355 x 4.3 x 25.4 A24T
5per set
Part No. E-12790-5

*1 Recommended battery

DC40RA DC40RC

50 min

45 min

85 min

67 min

76 min 170 min

BL4040 4.0Ah

*1BL4050F 5.0Ah

*1BL4080F 8.0Ah

Charging Time

PRINTED IN JAPAN 202110

Makita Corporation
3-11-8 Sumiyoshi-cho, Anjo, Aichi, 446-8502 Japan

Satisfy Professional's Needs

22 min

50 min

45 min

28 min

DC40RA

30 min

85 min

67 min

38 min

DC40RC

*1BL4020 2.0Ah 

*1BL4025 2.5Ah

*1BL4040 4.0Ah

BL4050F 5.0Ah

Charging Time

*1 Recommended battery

Long nozzle F

Long nozzle R

Cordless Dust Blower
Variable Speed

Built-in Job Light

Electronic 4-Speed

Carrying Case

AS001G

Max blowing force
Max air volume
Max sealed suction
Continuous Use (min.)
Sound Pressure Level
Vibration Emission
Dimensions (L x W x H)

Net weight

Mode: 4/ 3/ 2/ 1: 2.8/ 2.3/ 1.7/ 1.1 N
Mode: 4/ 3/ 2/ 1: 1.1/ 1.0/ 0.8/ 0.6 m³/min
10.3 kPa
Mode: 4/ 3/ 2/ 1: 13/ 17/ 25/ 50
79 dB(A)
2.5 m/s² or less
w/o Battery: 175 x 94 x 300 mm 
(6-7/8 x 3-11/16 x 11-3/4")
w/ BL4020 / BL4025: 180 x 94 x 248 mm 
(7-1/8 x 3-11/16 x 9-3/4")
1.5 - 2.3 kg (3.3 - 5.1 lbs.)

AS001G
Cordless Dust Blower

Items of standard equipment and specifications may vary by country or area.
The weight may differ depending on the attachment(s), including the battery cartridge. The lightest and heaviest combination, according to EPTA-Procedure 01/2014, are shown in the table.

Accessories

Nozzle 13 set

For inflation

Part No. 191X15-3

• Long nozzle R can be used as a single item.
• It can also be used as an assembly with Nozzle 13.

Standard Equipment : Nozzle 3, Nozzle 7, Nozzle 13, Pinch valve nozzle, Wide range nozzle, Battery, Charge
Country-specific: Flexible nozzle complete, Air vent hose complete, Rubber attachment 20-30, 
Rubber attachment, Filter C complete, Belt clip

40Vmax 
mechanism 

movie

This movie was filmed 
in Japan. 
Models and specs may 
vary by country.

Nozzle 7 set
Part No. 191X13-7
Nozzle diameter: ø7.0mmNozzle diameter: ø13mm

(Same as the caliber
of the machine)

• For blow-off works
• For inflating large 

play pools, etc.

For filter cleaning

Nozzle 3 set
Part No. 191X11-1
Nozzle diameter: ø3.0mm

For cleaning narrow spaces
(can be used like an air 
spray can)

Flexible nozzle complete 
set
Part No. 191X21-8
Nozzle diameter: 
ø6.0x800 (Hose)

For blowing dust away 
from OA equipment or 
narrow spaces where
this machine cannot enter

Wide range nozzle set

For inflation

Part No. 191X19-5
Pinch valve nozzle set
Part No. 191X17-9
Nozzle diameter: ø7.0mmNozzle diameter: ø6.0mm

(each hole)

For wide range blow-off
For inflating/deflating 
inner tubes and beach 
balls

Long nozzle set
Part No. 191X78-9 Nozzle diameter: ø8.0mm

• For cleaning anchor holes
• For cleaning narrow spaces 

that are out of reach

Air vent hose complete set

For deflation For product protection

Part No. 191X23-4
Rubber attachment 
20-30 set
Part No. 191X25-0
Nozzle diameter: 7.0mm

Nozzle diameter: 13mm
(Same as the caliber of the machine)

For inflating/deflating inner tubes and beach balls
(Remove Dust cap complete from this machine 
and attach this hose.)

For deflation large 
play pools and
inflatable beds etc.*1

Rubber attachment 65 set
Part No. 191X27-6
Nozzle diameter: ø65mm

For deflating futon (bedding)
compression bag*1

Filter C complete set
Part No. 191X29-2
For use of the machine in a dusty 
environment

(Remove Dust cap 
complete fromthis 
machine and attach 
this Filter.)

*1 Used by attaching to Nozzle 13 and Air vent hose

CE001G

CE001GZ
Akumulátor 40 + 40 V Max

Priemer rezného kotúča 355 mm

Vŕtanie 25,4 mm

Max. hrúbka kotúča 5 mm

Min. hrúbka kotúča 2 mm

Max. prierez 127 mm

Voľnobežné otáčky 5 300 min-1

Hmotnosť (EPTA) 12,3 kg

Dodávané príslušenstvo Bez akumulátora, nabíjačky a rezného nástroja

1 219 99 €
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Makita Corporation
3-11-8 Sumiyoshi-cho, Anjo, Aichi, 446-8502 Japan

Cordless Power Cutter
355 mm (14")CE001G

Items of standard equipment and specifications may vary by country or area.
The weight may differ depending on the attachment(s), including the battery cartridge. The lightest and heaviest combination, according to EPTA-Procedure 01/2014, are shown in the table.

Accessories

Wrench, Coupling Sleeve, Ring set, Battery, Charger

Brake

Built-in Job Light
Wheel diameter
Wheel hole diameter 
Max wheel thickness
Min. wheel thickness
Max cutting capacity
No load speed (RPM)
Vibration level
Sound pressure level
Sound power level
Dimensions (L x W x H)

Net weight

355 mm (14")
25.4 mm (1")
5.0 mm (3/16")
2.0 mm (5/64")
127 mm (5")
5,300
Concrete cutting, Front/ Rear: 2.5 / 2.5 m/s² or less
109 dB(A)
120 dB(A)
w/ BL4040, BL4050F: 786 x 272 x 433 mm 
(31 x 10-3/4 x 17")
w/ BL4080F: 786 x 283 x 433 mm (31 x 11-1/8 x 17")
12.3 - 14.1kg (27.1 - 31.1 lbs.)

Standard Equipment : 

127mm

Max. prierez

Diamond wheel for concrete
Segmented type
355 x 2.8 x 25.4 
Part No. E-12996 (EN)

Abrasive cut-o� wheel for Metal
355 x 4.3 x 25.4 A24T
5per set
Part No. E-12790-5

*1 Recommended battery

DC40RA DC40RC

50 min

45 min

85 min

67 min

76 min 170 min

BL4040 4.0Ah

*1BL4050F 5.0Ah

*1BL4080F 8.0Ah

Charging Time

PRINTED IN JAPAN 202110

Makita Corporation
3-11-8 Sumiyoshi-cho, Anjo, Aichi, 446-8502 Japan

Satisfy Professional's Needs

22 min

50 min

45 min

28 min

DC40RA

30 min

85 min

67 min

38 min

DC40RC

*1BL4020 2.0Ah 

*1BL4025 2.5Ah

*1BL4040 4.0Ah

BL4050F 5.0Ah

Charging Time

*1 Recommended battery

Long nozzle F

Long nozzle R

Cordless Dust Blower
Variable Speed

Built-in Job Light

Electronic 4-Speed

Carrying Case

AS001G

Max blowing force
Max air volume
Max sealed suction
Continuous Use (min.)
Sound Pressure Level
Vibration Emission
Dimensions (L x W x H)

Net weight

Mode: 4/ 3/ 2/ 1: 2.8/ 2.3/ 1.7/ 1.1 N
Mode: 4/ 3/ 2/ 1: 1.1/ 1.0/ 0.8/ 0.6 m³/min
10.3 kPa
Mode: 4/ 3/ 2/ 1: 13/ 17/ 25/ 50
79 dB(A)
2.5 m/s² or less
w/o Battery: 175 x 94 x 300 mm 
(6-7/8 x 3-11/16 x 11-3/4")
w/ BL4020 / BL4025: 180 x 94 x 248 mm 
(7-1/8 x 3-11/16 x 9-3/4")
1.5 - 2.3 kg (3.3 - 5.1 lbs.)

AS001G
Cordless Dust Blower

Items of standard equipment and specifications may vary by country or area.
The weight may differ depending on the attachment(s), including the battery cartridge. The lightest and heaviest combination, according to EPTA-Procedure 01/2014, are shown in the table.

Accessories

Nozzle 13 set

For inflation

Part No. 191X15-3

• Long nozzle R can be used as a single item.
• It can also be used as an assembly with Nozzle 13.

Standard Equipment : Nozzle 3, Nozzle 7, Nozzle 13, Pinch valve nozzle, Wide range nozzle, Battery, Charge
Country-specific: Flexible nozzle complete, Air vent hose complete, Rubber attachment 20-30, 
Rubber attachment, Filter C complete, Belt clip

40Vmax 
mechanism 

movie

This movie was filmed 
in Japan. 
Models and specs may 
vary by country.

Nozzle 7 set
Part No. 191X13-7
Nozzle diameter: ø7.0mmNozzle diameter: ø13mm

(Same as the caliber
of the machine)

• For blow-off works
• For inflating large 

play pools, etc.

For filter cleaning

Nozzle 3 set
Part No. 191X11-1
Nozzle diameter: ø3.0mm

For cleaning narrow spaces
(can be used like an air 
spray can)

Flexible nozzle complete 
set
Part No. 191X21-8
Nozzle diameter: 
ø6.0x800 (Hose)

For blowing dust away 
from OA equipment or 
narrow spaces where
this machine cannot enter

Wide range nozzle set

For inflation

Part No. 191X19-5
Pinch valve nozzle set
Part No. 191X17-9
Nozzle diameter: ø7.0mmNozzle diameter: ø6.0mm

(each hole)

For wide range blow-off
For inflating/deflating 
inner tubes and beach 
balls

Long nozzle set
Part No. 191X78-9 Nozzle diameter: ø8.0mm

• For cleaning anchor holes
• For cleaning narrow spaces 

that are out of reach

Air vent hose complete set

For deflation For product protection

Part No. 191X23-4
Rubber attachment 
20-30 set
Part No. 191X25-0
Nozzle diameter: 7.0mm

Nozzle diameter: 13mm
(Same as the caliber of the machine)

For inflating/deflating inner tubes and beach balls
(Remove Dust cap complete from this machine 
and attach this hose.)

For deflation large 
play pools and
inflatable beds etc.*1

Rubber attachment 65 set
Part No. 191X27-6
Nozzle diameter: ø65mm

For deflating futon (bedding)
compression bag*1

Filter C complete set
Part No. 191X29-2
For use of the machine in a dusty 
environment

(Remove Dust cap 
complete fromthis 
machine and attach 
this Filter.)

*1 Used by attaching to Nozzle 13 and Air vent hose

Obj. číslo 191X15-3

Obj. číslo 191X17-9 Obj. číslo 191X25-0 Obj. číslo 191X27-6

Obj. číslo 191X13-7 For  Obj. číslo 191X11-1 Obj. číslo 191X19-5 Obj. číslo 191X21-8

Obj. číslo 191X15-3

Obj. číslo 191X17-9 Obj. číslo 191X25-0 Obj. číslo 191X27-6

Obj. číslo 191X13-7 For  Obj. číslo 191X11-1 Obj. číslo 191X19-5 Obj. číslo 191X21-8

AS001GZ AS001GA101
Akumulátor 40 V Max

Max. fúkací výkon 2,8 / 2,3 / 1,7 / 1,1 N

Max. prietok vzduchu 1,1 / 1,0 / 0,8 / 0,6 m3/min

Hmotnosť 1,5 kg

Dodávané príslušenstvo Bez akumulátora a nabíjačky

Hmotnosť (EPTA): 4,3 kg

Dodávané príslušenstvo:
GZ – bez akumulátora a nabíjačky
GA101 – 1 ks 2,0 Ah, rýchlonabíjačka

Fúkanie Nafukovanie Odsávanie

166 99 € 343 99 €



PRINTED IN JAPAN 202109

Makita Corporation
3-11-8 Sumiyoshi-cho, Anjo, Aichi, 446-8502 Japan
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40Vmax 

mechanism 
movie

This movie was filmed 
in Japan. 
Models and specs may 
vary by country.
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CW001G
Cordless Cooler & Warmer Box

Items of standard equipment and specifications may vary by country or area.

Connect Electricity
Cordless Fan Job Site Radio LED Flashlight / 

Cordless Worklight
Cordless 
Coffee Maker

Adapter 
for USB

Standard Equipment : 
Shoulder Belt, AC Adaptor (country-specific), Cigar Socket Cable

Cordless Cooler & Warmer Box
CW001G
Capacity
Cooling System
Cooling Capacity

Warming System
Warming Capacity

Run Time

Cord Length

Dimensions (L x W x H)
Net weight

20 L (5.3 gal)
Compressor type
-18 / -15 / -10 / -5 / 0 / 5 / 10°C 
(0 / 5 / 15 / 25 / 30 / 40 / 50°F)
Heater
30 / 35 / 40 / 45 / 50 / 55 / 60°C 
(85 / 95 / 105 / 115 / 120 / 130 / 140°F)
w/ BL4050F X2, 
-18°C / 5°C / 60°C: 10h / 28h / 8.5h
AC Adapter / Cigar Socket Cable: 
2 / 2.5 m (6.5 / 8.2 ft)
663x341x372 mm (26-1/8x13-3/8x14-5/8")
13.5 - 16.1 kg (29.8 - 35.5 lbs.)

Large capacity

20 L IPX4

°F0°F 140°F~[ ]
CoolCool-18°C°C

Warm60°C~

15 min

55 min

45 min

36min

22 min

24 min

DC18RC DC18RD

30 min

130 min

110 min

90 min

60 min

45 min

DC18SD

BL1815N 1.5Ah

BL1820B 2.0Ah

BL1830B  3.0Ah

BL1840B 4.0Ah

BL1850B 5.0Ah

BL1860B 6.0Ah

22 min

50 min

45 min

28min

DC40RA

30 min

85 min

67 min

38 min

DC40RC

BL4020 2.0Ah 

BL4025 2.5Ah

BL4040 4.0Ah

BL4050F 5.0Ah

Charging Time

Accessories
AC adapter

Objem nádoby

20 L IPX4
CW001GZ
Akumulátor 40 V Max / 18 V

Objem nádoby 20 L

Chladiaca technológia kompresor

Stupne chladenia -18 / - 15 / - 10 / -5 / 0 / 5 /  10  °C

Stupne ohrievania 30 / 35 / 40 / 45 / 50 / 55 /  60  °C

Hmotnosť (EPTA) 13,8 kg

Dodávané príslušenstvo
adaptér do auta, 
bez akumulátora a nabíjačky

699 99 €

Vychlaď alebo zohrej
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40Vmax 

mechanism 
movie

This movie was filmed 
in Japan. 
Models and specs may 
vary by country.
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CW001G
Cordless Cooler & Warmer Box

Items of standard equipment and specifications may vary by country or area.

Connect Electricity
Cordless Fan Job Site Radio LED Flashlight / 

Cordless Worklight
Cordless 
Coffee Maker

Adapter 
for USB

Standard Equipment : 
Shoulder Belt, AC Adaptor (country-specific), Cigar Socket Cable

Cordless Cooler & Warmer Box
CW001G
Capacity
Cooling System
Cooling Capacity

Warming System
Warming Capacity

Run Time

Cord Length

Dimensions (L x W x H)
Net weight

20 L (5.3 gal)
Compressor type
-18 / -15 / -10 / -5 / 0 / 5 / 10°C 
(0 / 5 / 15 / 25 / 30 / 40 / 50°F)
Heater
30 / 35 / 40 / 45 / 50 / 55 / 60°C 
(85 / 95 / 105 / 115 / 120 / 130 / 140°F)
w/ BL4050F X2, 
-18°C / 5°C / 60°C: 10h / 28h / 8.5h
AC Adapter / Cigar Socket Cable: 
2 / 2.5 m (6.5 / 8.2 ft)
663x341x372 mm (26-1/8x13-3/8x14-5/8")
13.5 - 16.1 kg (29.8 - 35.5 lbs.)

Large capacity

20 L IPX4

°F0°F 140°F~[ ]
CoolCool-18°C°C

Warm60°C~

15 min

55 min

45 min

36min

22 min

24 min

DC18RC DC18RD

30 min

130 min

110 min

90 min

60 min

45 min

DC18SD

BL1815N 1.5Ah

BL1820B 2.0Ah

BL1830B  3.0Ah

BL1840B 4.0Ah

BL1850B 5.0Ah

BL1860B 6.0Ah

22 min

50 min

45 min

28min

DC40RA

30 min

85 min

67 min

38 min

DC40RC

BL4020 2.0Ah 

BL4025 2.5Ah

BL4040 4.0Ah

BL4050F 5.0Ah

Charging Time

Accessories
AC adapter

KT001G
Cordless Kettle

Satisfy Professional's Needs

KT001G
Cordless Kettle

Satisfy Professional's Needs

Horúca voda,  
káva, čaj –  
kedykoľvek  
a kdekoľvek

KT001GZ
Akumulátor 40 V Max

Objem nádoby na vodu 800 ml

Hmotnosť (EPTA) 2,8 kg

Dodávané príslušenstvo
Bez akumulátora 
a nabíjačky

DKT360Z     
Akumulátor 18 + 18 = 36 V LXT

Objem nádoby na vodu 800 ml

Hmotnosť (EPTA) 2,7 kg

Dodávané 
príslušenstvo

Bez akumulátora  
a nabíjačky

289 99 € 202 99 €



Reverse rotation
auto stop

 0 - 1,800 / 0 - 3,800  0 - 3,600 / 0 - 3,800  0 - 2,900 / -
 

 0 - 3,600 / 0 - 2,600

KT001G
Cordless Kettle

Satisfy Professional's Needs

UC003GZ UC003GM101
Akumulátor 40 V Max

Dĺžka lišty 30 cm

Rýchlosť reťaze 24,8 m/s

Objem nádrže na olej 200 ml

Hmotnosť (EPTA) 3,9 kg

Dodávané príslušenstvo
GZ – bez akumulátora a nabíjačky
GM101 – 1 ks 4,0 Ah, rýchlonabíjačka

UC006GZ UC006GZ-4
Akumulátor 40 V Max

Dĺžka lišty 25 cm  / Karvingová lišta

Rýchlosť reťaze 24,8 m/s

Objem nádrže na olej 200 ml

Hmotnosť (EPTA) 3,9 kg

Dodávané príslušenstvo
GZ – bez akumulátora a nabíjačky
GZ-4 –1 ks 4,0 Ah, rýchlonabíjačka

UC011GZ UC011GT101
Akumulátor 40 V Max

Dĺžka lišty 35 cm

Rýchlosť reťaze 24,7 m/s

Objem nádrže na olej 230 ml

Beznástrojové napínanie reťaze nie

Hmotnosť (EPTA) 6,0 kg

Dodávané príslušenstvo
GZ – bez akumulátora a nabíjačky
GT101 – 1 ks 5,0 Ah, rýchlonabíjačka

UC015GZ UC015GT101
Akumulátor 40 V Max

Dĺžka lišty 35 cm

Rýchlosť reťaze 24,7 m/s

Objem nádrže na olej 230 ml

Beznástrojové napínanie reťaze áno

Hmotnosť (EPTA) 6,0 kg

Dodávané príslušenstvo
GZ – bez akumulátora a nabíjačky
GT101 – 1 ks 5,0 Ah, rýchlonabíjačka

384 99 € 686 99 €

447 99 € 709 99 €

529 99 € 899 99 €

529 99 € 899 99 €
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Makita Corporation
3-11-8 Sumiyoshi-cho, Anjo, Aichi, 446-8502 Japan

Standard Equipment : Phillips Bit, Belt Clip, Battery, Charger

Cordless Impact Driver

Variable Speed

Brake

Reversing

Electronic 4-Speed

Built-in Job Light

Carrying Case

DTD172
Capacity

Hex Shank
No Load Speed (RPM)
Impacts Per Minute (IPM)
Max Fastening Torque
Fastening Torque
Vibration Level
Sound Pressure Level
Sound Power Level
Dimensions (L x W x H)

Net weight

Machine Screw: M4 - M8 (5/32 - 5/16")
Standard Bolt: M5 - M16 (3/16 - 5/8")
High Strength Bolt: M5 - M14 (3/16 - 9/16")
Coarse thread (in length): 22 - 125 mm (7/8 - 4-7/8")
6.35 mm (1/4")
Max / Hard / Mid / Soft / Wood / Bolt / T (1) / T (2) mode: 0 - 3,600 / 3,200 / 2,100 / 1,100 / 1,800 / 3,600 / 2,900 / 3,600
Max / Hard / Mid / Soft / Wood / Bolt / T (2) mode: 0 - 3,800 / 3,600 / 2,600 / 1,100 / 3,800 / 3,800 / 2,600
180 N·m (1,590 in.lbs.)
Hard / Mid / Soft: 170 / 50 / 20 N·m (1,510 / 440 / 180 in.lbs.)
Impact tightening of fasteners of the maximum capacity of the tool: 13.5 m/s²
97 dB(A)
108 dB(A)
w/o Battery: 114 x 81 x 189 mm (4-1/2 x 3-3/16 x 7-7/16")
w/ BL1830B / BL1840B / BL1850B / BL1860B: 114 x 81 x 236 mm (4-1/2 x 3-3/16 x 9-1/4")
1.2 - 1.5 kg (2.6 - 3.3 lbs.)

DTD172
Cordless Impact Driver

Items of standard equipment and specifications may vary by country or area.
The weight may differ depending on the attachment(s), including the battery cartridge. The lightest and heaviest combination, according to EPTA-Procedure 01/2014, are shown in the table.

Satisfy Professional's Needs

Ergonomically 
designed handle

Variable 
speed switch

Belt clip

4-stage impact power selection

Impact force change with one hand
The level of impact force changes every time you press 
the quick mode-switching button while holding the grip.

Memory function of impact 
mode is equipped.
If any two modes are registered in 
advance, you can switch to your 
desired mode by just pressing quick 
mode-switching button.

Max / Hard / Medium / Soft

No load speed / Impacts per min
Max: 0 - 3,600 / 0 - 3,800
Hard: 0 - 3,200 / 0 - 3,600
Medium: 0 - 2,100 / 0 - 2,600
Soft: 0 - 1,100 / 0 - 1,100

15 min

55 min

45 min

36 min

22 min

24 min

DC18RC DC18RD

30 min

130 min

110 min

90 min

60 min

45 min

DC18SD

BL1815N 1.5Ah

BL1820B 2.0Ah

BL1830B  3.0Ah

BL1840B 4.0Ah

BL1850B 5.0Ah

BL1860B 6.0Ah

Charging Time
Tool hanger set

Accessories

Part No. 197043-2

enables to hook the machine quickly on a snap 
hook of waist belt.

Max. uťahovací moment 

180 Nm
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Makita Corporation
3-11-8 Sumiyoshi-cho, Anjo, Aichi, 446-8502 Japan

Standard Equipment : Phillips Bit, Belt Clip, Battery, Charger

Cordless Impact Driver

Variable Speed

Brake

Reversing

Electronic 4-Speed

Built-in Job Light

Carrying Case

DTD172
Capacity

Hex Shank
No Load Speed (RPM)
Impacts Per Minute (IPM)
Max Fastening Torque
Fastening Torque
Vibration Level
Sound Pressure Level
Sound Power Level
Dimensions (L x W x H)

Net weight

Machine Screw: M4 - M8 (5/32 - 5/16")
Standard Bolt: M5 - M16 (3/16 - 5/8")
High Strength Bolt: M5 - M14 (3/16 - 9/16")
Coarse thread (in length): 22 - 125 mm (7/8 - 4-7/8")
6.35 mm (1/4")
Max / Hard / Mid / Soft / Wood / Bolt / T (1) / T (2) mode: 0 - 3,600 / 3,200 / 2,100 / 1,100 / 1,800 / 3,600 / 2,900 / 3,600
Max / Hard / Mid / Soft / Wood / Bolt / T (2) mode: 0 - 3,800 / 3,600 / 2,600 / 1,100 / 3,800 / 3,800 / 2,600
180 N·m (1,590 in.lbs.)
Hard / Mid / Soft: 170 / 50 / 20 N·m (1,510 / 440 / 180 in.lbs.)
Impact tightening of fasteners of the maximum capacity of the tool: 13.5 m/s²
97 dB(A)
108 dB(A)
w/o Battery: 114 x 81 x 189 mm (4-1/2 x 3-3/16 x 7-7/16")
w/ BL1830B / BL1840B / BL1850B / BL1860B: 114 x 81 x 236 mm (4-1/2 x 3-3/16 x 9-1/4")
1.2 - 1.5 kg (2.6 - 3.3 lbs.)

DTD172
Cordless Impact Driver

Items of standard equipment and specifications may vary by country or area.
The weight may differ depending on the attachment(s), including the battery cartridge. The lightest and heaviest combination, according to EPTA-Procedure 01/2014, are shown in the table.

Satisfy Professional's Needs

Ergonomically 
designed handle

Variable 
speed switch

Belt clip

4-stage impact power selection

Impact force change with one hand
The level of impact force changes every time you press 
the quick mode-switching button while holding the grip.

Memory function of impact 
mode is equipped.
If any two modes are registered in 
advance, you can switch to your 
desired mode by just pressing quick 
mode-switching button.

Max / Hard / Medium / Soft

No load speed / Impacts per min
Max: 0 - 3,600 / 0 - 3,800
Hard: 0 - 3,200 / 0 - 3,600
Medium: 0 - 2,100 / 0 - 2,600
Soft: 0 - 1,100 / 0 - 1,100

15 min

55 min

45 min

36 min

22 min

24 min

DC18RC DC18RD

30 min

130 min

110 min

90 min

60 min

45 min

DC18SD

BL1815N 1.5Ah

BL1820B 2.0Ah

BL1830B  3.0Ah

BL1840B 4.0Ah

BL1850B 5.0Ah

BL1860B 6.0Ah

Charging Time
Tool hanger set

Accessories

Part No. 197043-2

enables to hook the machine quickly on a snap 
hook of waist belt.

Max. uťahovací moment 

180 Nm

Reverse rotation
auto stop

 0 - 1,800 / 0 - 3,800  0 - 3,600 / 0 - 3,800  0 - 2,900 / -
 

 0 - 3,600 / 0 - 2,600
Voľnobežné otáčky / údery za min-1 Voľnobežné otáčky / údery za min-1 Voľnobežné otáčky / údery za min-1 Voľnobežné otáčky / údery za min-1

DTD172Z DTD172RTJ
Akumulátor 18 V

Max. uťahovací výkon
Skrutka so šesťhrannou hlavou M5 – 
M16

Vysokopevnostná skrutka M5 – M14

Upínanie ¼“

Max. uťahovací moment 180 Nm

Hmotnosť (EPTA) 1,2 kg

Dodávané príslušenstvo
„Z“ - Bez akumulátora a nabíjačky
„RTJ“ – 2 ks 5,0 Ah,  
rýchlonabíjačka, systainer

199 99 € 519 99 €



Satisfy Professional's Needs

DHG181 / DHG180
Cordless Heat Gun

Photo : DHG181

For various applications

Max teplota 550°C

Continuous run time

about 21 min (on a full battery charge)
Battery: BL1860B

At max air temperature 550°C, Air Flow: 200L/min (DHG181, Stage 2)

Hanging hook

Max prietok vzduchu 

200 L/min

Standard Equipment : 

PRINTED IN JAPAN 202202

Makita Corporation
3-11-8 Sumiyoshi-cho, Anjo, Aichi, 446-8502 Japan

Items of standard equipment and specifications may vary by country or area.

The weight may differ depending on the attachment(s), including the battery cartridge.
The lightest and heaviest combination, according to EPTA-Procedure 01/2014, are shown in the table.

15 min

55 min

45 min

36 min

22 min

24 min

DC18RC DC18RD

30 min

130 min

110 min

90 min

60 min

45 min

DC18SD

BL1815N 1.5Ah

BL1820B 2.0Ah

BL1830B 3.0Ah

BL1840B 4.0Ah

BL1850B 5.0Ah

BL1860B 6.0Ah

Charging Time

DHG180Glass protection nozzle, 
Wide slot nozzle, Reflector nozzle, 
Reduction nozzle, Battery, Charger

Cordless Heat Gun

Electronic 2-Speed 
(DHG181 only)

Built-in Job Light

Carrying Case

DHG181

DHG181 / DHG180

Air Temperature

Air Flow
Dimensions 
(L x W x H)

Net weight

Air Temperature
Air Flow
Dimensions 
(L x W x H)

Net weight

Dial 1/ 2/ 3/ 4/ 5/ 6: 
Ambient temperature/150/ 250/ 350/ 450/ 550°C
Stage 1: 120 L/min, Stage 2: 200 L/min
w/ BL1815N / BL1820B: 
173 x 79 x 237 mm (6-3/16 x 3-1/8 x 9-3/8")
w/ BL1830B / BL1840B / BL1850B / BL1860B: 
173 x 79 x 255 mm (6-3/16 x 3-1/8 x 10")
1.0 - 1.4 kg (2.2 - 3.1 lbs.) 

550°C
200 L/min
w/ BL1815N / BL1820B: 
168 x 79 x 234 mm (6-5/8 x 3-1/8 x 9-1/4")
w/ BL1830B / BL1840B / BL1850B / BL1860B: 
168 x 79 x 251 mm (6-5/8 x 3-1/8 x 9-7/8")
1.0 - 1.3 kg (2.2 - 2.9 lbs.)

Nozzle can be removed without touching the hot 
metal part simply by turning Plastic ring.
Compatible with current nozzles for AC machines

Quick release mechanism 
for easy Nozzle replacement

Hanging hook

with after-glow function
Single LED job light

Photo : DHG181

The air volume is switchable by sliding 
the air volume switch to: 
Stage 1: 120 L/min, Stage 2: 200 L/min

Air volume setting (DHG181 only)

Stepless adjustment for 
setting to suitable 
temperature for your 
application

Air temperature 
adjustment dial
(DHG181 only)

Lock-off lever Lock-on button

Trigger switch

Makita s.r.o.
Priemyselná 26, 974 01 Banská Bystrica
www.makita.sk

Spoločnosť Makita si vyhradzuje právo kedykoľvek vykonávať zmeny ponuky bez predchádzajúceho upozornenia.
Ponuky sú k dispozícii do vypredania skladových zásob. Obrázky sú ilustračné a oproti skutočnosti sa môžu líšiť.
Uvedené ceny sú odporúčané maloobchodné ceny vrátane DPH. Technické údaje sú nezáväzné.  
Výrobca nie je zodpovedný za tlačové chyby.

DHG181Z DHG181RT
Akumulátor 18 V

Nastavenie teploty 150 / 250 / 350 / 450 / 550 °C

Prietok vzduchu 120 L / 200 L

Hmotnosť (EPTA) 0,99 kg

Dodávané príslušenstvo
ZK – bez akumulátora a nabíjačky, s kufrom
RT – 1 ks 5,0 Ah, rýchlonabíjačka, kufor

DHG180Z
Akumulátor 18 V

Nastavenie teploty 550 °C

Prietok vzduchu 200 L

Hmotnosť (EPTA) 0,97 kg

Dodávané príslušenstvo ZK – bez akumulátora a nabíjačky, kufor

164 99 € 332 99 €
156 99 €


